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POWERED HOME CINEMA SOUNDBAR WITH WIRELESS SUBWOOFER AND BLUETOOTH® STREAMING
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POWERED HOME CINEMA SOUNDBAR WITH WIRELESS SUBWOOFER AND BLUETOOTH® STREAMING

  Fully-fledged, dynamic home cinema sound from a slim soundbar and a wireless subwoofer
  Easy to install
  Slim soundbar and compact subwoofer allow a perfect integration in the living room
  Audio inputs (digital and analogue) and Bluetooth® input
  Four equalizer presets for an optimum reproduction of movies, music and enhanced speech intelligibility
  Additional level adjustment for the subwoofer 
  Entirely controlled via the system remote control
  LED info-display on the front panel
  Ready for wall-mounting
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PRINCIPLE
Soundbar:  2 x full-range systems with 
  passive radiators, active
Subwoofer: Active band-pass subwoofer

DRIVERS 
2 x 3” x 2” full-range speaker
2 x 6” x 2“ passive radiator
1 x 5.25“ subwoofer

TOTAL OUTPUT POWER
75 / 150 watts

POWER HANDLING (RMS/MAX) 
2 x 15/30 watts (channel L+R)
1 x 45/90 watts (subwoofer)

FREQUENCY RESPONSE 
28 – 22000 Hz

CROSSOVER FREQUENCIES 
180 Hz

CABINET SURFACE
Black

DIMENSIONS (WxHxD) 
Soundbar:  1000 x 66 x 85 mm
Subwoofer: 170 x 343 x 315 mm

WEIGHT
Soundbar:  2.2 kg
Subwoofer: 4.8 kg

MAINS POWER  
Soundbar (external power-adaptor) and subwoofer: 
100 – 240 V, 50 / 60 Hz 

ART.NO. /EAN 
171 220 / 40 18843 71220 8

POWERED HOME CINEMA SOUNDBAR WITH WIRELESS SUBWOOFER AND BLUETOOTH® STREAMING

TECHNOLOGY
Soundbar:

  Two high-quality stereo full-range systems with two passive 
radiators support the fundamental tone range 

  2-channel power amplifier with digital filtering for best 
dynamic and sound quality

  Basic functions can be controlled via a lateral panel
  Sturdy low-resonance MDF cabinet, ready for wall-mounting 
  Low standby power consumption: < 0.5 watt

Subwoofer:
  Separate powered bandpass subwoofer with powerful 

long-throw driver
  Wireless signal transmission from the soundbar to 

the subwoofer via PTP Bluetooth®
  Air-flow optimized bass reflex opening on the front
  Sturdy wooden MDF cabinet in compact design 
  Low standby power consumption: < 0.5 watt

CONNECTORS/INPUTS
  Optical digital input
  Analogue audio input (3.5 mm jack)
  Bluetooth® input
  USB charging socket (500 mA)
  External power supply 
  Analogue connecting cable included

Errors and technical changes excepted. (06/18)


