0.68-inch Native 4K D-|LA Device (4096x2160) x3

Display Resolution 8192 x 4320 4096 x 2160

x2 Motorised Zoom & Focus, All-glass Lens
100 mm 65 mm

Vertical/Horizontal
(motorised) *In

=100% | =43% =B80% | =34%
16:9 aspect ratlo

60 inch - 300 inch

Projection Display Size e 60 inch - 200 inch (diagonal)
Laser Diode NSH 265 W
3,000 Im 2,500 Im 2,200 Im 1,900 Im
Contrast 4] 400,000:1
Rt 100,000:1 80,000:1 40,000:1 40,000:1

Input m 2 (48Gbps, HDCP2.3, CEC does not support)
armins TRIGGER 1 (Mini Jack, DC12V/100mA)
Output 3D SYNCHRO 1 (Mini-Din 3pin)

Termintls | ws232¢ 1 @sub 9pin)

1 (RJ-43)

Terminal 1 (USB Type A) (for firmware update)
erminal

480p, 576p, 720p 60/50, 1080i

60/50,
480p, 576p, 720p 60/50, 1080i 60/50, 1050
o 1080p 120/100/60/30/30/25/24, SBT1GbIES 50”30 alad
et 2048x1080 60/50/30/25/24, : :
Signal s 2048x1080 60/50/30/25/24
3840x2160 120/100/60/50/20/25/24,
Format 3840x2160

4096x2160 120/100/60/50/30/25/24,

= 120/100/60/50/30/25/24,
7680x4320 60/50/48/30/25/24

4096x2160
120/100/60/50/30/25/24

VCA/SVCA/XGA /WXCA /WXGCA+
SXCA/WSXCA+ [UXGCA /WUXGA/WQHD(60)/WQHD(120)

m 720p 60/50, 1080p 24

720p 60/50, 1080p 60/50/24, 1080i 60/50

720p 60/50, 1080p 24

440 W 440 W 420 W 420 W
m Eco-mode: 0.2W Eco-mode: 0.2W Eco-mode: 0.2W Eco-mode: 0.2W

Digital (HDMI)

1.21W (LAN), 1.21W (LAN}, 1.21W (LAN), 1.21W (LAN),

T Networked standby 0.94W (RS-232C) 0.94W (RS-2320), 0.94W (RS-232C), 0.94W (RS-232C),

Comstmytion 1.22W (LAN + RS232C) 1.22W (LAN + RS232C) 1.22W (LAN + RS232C) 1.22W (LAN + RS232C)
Approx. 15 min. (Te Apprex. 15 min. {Te Approx. 15 min. (To

Approx. 15 min. (To standby or
Switchover time standby ar networked standby or networked standby or networked

standby; default) standby; default) standby; default)

_ 24d8 (When the Low Mode) 24dB (When the Low Mode) 24dB (When the Low Mode} 24dB (When the Low Mode)
Power Requirement AC100-240 V, 50/60 Hz

Dimension (W x H x D, including

networked standby; default)

500 x 234 x 528 mm 500 x 234 x 505 mm 500 x 234 x 495 mm
feer)
Weight (net) 25.3 kg 23.1 kg 22.5 kg 19.6 kg
8K/e-shiftx (4- _ _
direction shift) * *
8K/e-shift (2-direction . =

shift)

4K120p Input . . . .

100 mm 65 mm 65 mm 65 mm
Blu-Escent Laser Diode Blu-Escent Laser Diode  Blu-Escent Laser Diode NSH 265 W
3,000 Im 2,500 Im 2,200 Im 1,900 Im
. . . .
Ultra-High Contrast
. . & s
=1 400,000:1
100,000:1 80,000:1 40,000:1 40,000:1

Cinema Filter (DCI-P3) . . = =
HDR10+ . . . .

HLG . . . .

Mastering
Info ® (Max CLL/Max FALL) ® (Max CLL/Max FALL)  ® (Max CLL/Max FALL) ® (Max CLL/Max FALL)
Display

3D Support . . . .

MPC (Multiple Pixel

. .
Control) * *
Clear Motion Drive . . . .

Low Latency Mode . . . .

Auto Calibration . . . .
Installation Mode » (10 rermories) ® (10 memories) ® (10 memories) ® (10 memaries)
isfcce Certification . . . .

Screen Adjustment

® (180 modes) ® (180 modes) ® (180 modes) ® (180 modes)
Mode



